Technician Duties
Daily logs
· Complete daily log once/day for the MATE data and twice/day for the generator (start, stop).
· Also - complete log if any action is taken as a result of the alarm.
· Follow actions on Battery Charging Sheet and note any actions on log.
· Log all errors and warnings when occur.
Monthly logs
· Complete monthly log at the end of each month.
· Check the Batteries:
· Be sure the tops are clean and dry.
· Check fluid level.
· Add distilled water if necessary but do not overfill.
Solar panels
· Inspect the panels weekly.
· Clean the solar panels when required to keep dust off.  
· Be sure that there is nothing shading the panels.
Alarms
· The Horn and Light come on at 47.2V.
· The Horn can be silenced for up to 6 hours, by the timer on the side of the AC cabinet.  
· Once the Horn/Light alarm is triggered, it will not turn off until the batteries reach 53V, through charging. This charging can be by the sun or by a generator. 
Battery equalization
· Equalize the batteries each quarter, in the last week of March, June, September and December.
· Before equalization, all battery plates must be covered.  The specific gravity of each cell must be measured and recorded before and after the equalization charge.
· The generator will need to be started, and the batteries will need to be topped off when finished, with distilled water.
· Technician must be present during equalization charge and monitor battery temperature, measure and record specific gravity, and add water as necessary.  System must not be unattended during this charge.
Generator


Technician Duties
Rapò chak jou
· Ranpli Fèy la 2 fwa chak jou:
· Ranpli l'  lè nou fèk start dèlko a nan maten, ak lè nou pral etèn li nan apremidi.
· Fòk nou note tou ki aksyon ki pran aprè alam fin pati.
· Pran nòt de tout erè ak avètisman lè yo parèt
Rapò chak mwa
· Complete monthly log at the end of each month.
· Tcheke Batri yo:
· Asire ou ke tèt yo pwòp epi sèk.
· Tcheke nivo Acid la.
· Ajoute dlo distile si yo manke. Men pa debòde.
· Ekri kantite lit dlo ou itilize pou ranpli batri yo
Panno solè
· Enspekte panno yo chak semèn.
· Netwaye panno solè yo, pou retire pousyè sou yo. 
· Asire pa gen anyen lonbraj ki kouvri panno yo.
Klakson
· Klakson lan ak limye a ap active a 47.2V. 
· Klakson ka etèn pandan  6 zè, lè nou active timer ki nan kabinè  AC flex la.
· Yon fwa alam nan deklannche, li pa pral fèmen jiskaske chaj batri yo rive a 53V, atravè chaje. 
· Chaje sa a kapab panno solèy yo oswa  avek yon dèlko. 
Equalizasyon Batri:
· Tanzantan sistèm lan beswen fè egalizasyon. Se moun ki gen kontra antretyen kap gen pou fèl. Lè sa a Dèlko a ap bezwen Start, aprè sa batri yo ap bezwen fin rampli ak dol distile lè egalizasyon an fini.
· Egalizasyon an ta dwe fè yon fwa chak mwa, si SOC pa rive a 100% chak semèn. Si SOC rive a 100% chak semèn, Equalizasyon an ka fèt nan entèval 6 mwa.
· Teknisyen yo dwe prezan pandan chaj Egalizasyon. Sistèm pa dwe poukont li pandan egalizasyon an ap fèt.
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